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Abstract 

K0.5Na0.5Nb1-xTaxO3 (KNNT) (with x = 0.00, 0.05, 0.10, 0.20, 0.30, 0.50 and 1) ceramics 

are prepared by ball milling and two calcinations at 830 °C for 5 hours. Subsequent 

sintering of centimeter size pellets, 1-2 mm thick, is studied using conventional and 

spark plasma sintering techniques with various conditions. X-Ray diffraction and 

Raman spectroscopy phase identification reveal orthorhombic to tetragonal phase 

transitions occurring at about x = 0.50, associated to chemical disorder. Scanning 



electron microscope observations and associated energy dispersive X-ray spectroscopy 

analysis reveal some composite aspect of the ceramics. Substitution of niobium by 

tantalum, corresponding to x increase, decreases significantly the grain size but also 

the densification of the ceramics sintered by conventional sintering, while, 

enhancement of the piezoelectric properties is observed for both sintering techniques. 

Thanks to parameters optimization of the spark plasma sintering process, 

temperature-time-pressure, significant improvement of the relative density over 96 %, 

is obtained for all the compositions sintered between 920 and 960 °C, under 50 MPa, 

for 5 to 10 minutes with heating rates of 100° C/min. High relative permittivity (εr = 

1027), piezoelectric charge coefficient (d33 = 160 pC/N) and piezoelectric coupling 

factor (kp = 46 %) are obtained in spark plasma sintered K0.5Na0.5Nb1-xTaxO3 composite 

ceramics, for x ranging between 0.10 and 0.30 and for some specific spark plasma 

sintering conditions. Thus, tantalum single element substitution on niobium site, 

combined with spark plasma sintering, is revealed to be a powerful combination for 

the optimization and the reliability of piezoelectric properties in KNN system. 
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1. Introduction 

Lead zirconate titanate (PZT) based piezoceramics are widely used in industry 

as actuators, sensors, transducers and in other electromechanical devices thanks to 

their excellent piezoelectric properties. However, the lead contained in these materials 

is a real issue because of its high toxicity for human health and environment, which 

lead to its ban by the European Union in 2003 [1].  Since that time, many works 

focused on the development of new lead-free piezoelectric materials with properties 

equivalent to those of PZT for target applications. Among the different new lead-free 

materials, the sodium and potassium niobate K0.5Na0.5NbO3 (KNN) seems to be an 

interesting alternative, since Saito et al. published high piezoelectric performances 

obtained for textured KNN ceramics doped with lithium, tantalum and antimony of 

global composition (Li,Na,K)(Nb,Ta,Sb)O3 [2]. Among the abundant literature following 

these results, many dopings of this composition were published [3,4]. On the other 

hand, ultrasonic transducers made of pure KNN were recently elaborated in our group, 

showing the possibility to use this material for concrete applications [5].  

 In order to improve the piezoelectric properties in KNN system, Ba, Ca, Sr, Zr, Ti 

or Co doping [6–9] were reported as improving the piezoelectric charge coefficient d33 

(pC/N or pm/V), which quantifies the volume change when a piezoelectric material is 

subjected to an electric field or the polarization on application of a stress, the relative 

permittivity εr and the associated electric losses represented by tanδ. But, in most 

cases, KNN is substituted by the combination of different chemical elements. The 

substitution of KNN with Bi0.5(Na0.7K0.2Li0.1)0.5TiO3 combined with manganese doping 

leads to the coexistence of orthorhombic and tetragonal phases near room 



temperature generating enhanced piezoelectric properties [10]. In the same way, the 

substitution of KNN with (Bi0.5Na0.5)ZrO3 induce a mixture of both rhombohedral–

orthorhombic and orthorhombic–tetragonal phase boundaries increasing kp, d33 and 

curie temperature values. Furthermore, by adding zinc oxide to this compound, grains 

become smaller and more homogeneous, allowing a decrease of tanδ [11]. Finally, the 

substitution of KNN with Bi, Sc, Ti and Mn leads to ceramics with a more homogeneous 

grain size and higher density presenting higher piezoelectric and pyroelectric 

properties [12,13]. 

The present work develops the study of the effect of niobium substitution by 

single element tantalum on the microstructure and piezoelectric properties of 

K0.5Na0.5Nb1-xTaxO3 ceramics sintered by (i) conventional sintering and (ii) spark plasma 

sintering technique; this latter associates low temperature and high pressure, in a 

confined environment, which are effective conditions to avoid alkali volatilization and 

grain coarsening, easily occurring in KNN system, and thus to carefully control the 

microstructure and composition. Moreover, most of the literature on KNN system does 

not consider single element doping or substitution and multiple substitutions can lead 

to versatile properties and difficulties to get a reproducible process, if one considers 

the future exploitation of this material.  In this study, tantalum is chosen because of its 

ionic radius very close to that of niobium, in order to ensure the substitution and site 

in the perovskite lattice. In addition, tantalum presents interesting grain growth 

inhibitor properties [14]. Indeed, Bah et al. have highlighted the impact of a fine and 

homogeneous grain size on pure KNN densification and properties [15]. 



For what concern tantalum doping, the inspection of the literature shows in 

several studies that this element is generally combined with lithium and antimony [16–

19], showing morphotropic phase boundary and improved piezoelectric properties. 

Other elements such as lithium [20–22], iron [23] or zirconium and barium [24] are 

also added to tantalum in order to improve the density and the microstructure leading 

to enhanced piezoelectric properties of KNN.  

The effects of tantalum as single doping element on niobium site was studied 

on thin films [25,26], single crystal [27–29] and bulk ceramics [30–32]. Concerning bulk 

ceramics, Chen et al. prepared Ta doped KNN ceramics from a powder obtained with a 

two-stage microwave hydrothermal process. They managed to reach a d33 value of 233 

pC/N attributed to tantalum and to the morphology of their powders obtained with 

this process [30]. For their part, Hussain et al. synthesized sodium excess and Ta-

modified (K0.470Na0.545)(Nb0.55Ta0.45)O3 textured ceramics by a reactive templated grain 

growth method. They observed an increase of 44 % for the d33 value compared to non-

textured ceramics [31]. Finally, Lv et al. prepared tantalum doped KNN by the solid-

state reaction technique. Their best results in terms of d33, kp and ε’ at 1 kHz are 205 

pC/N, 45 % and 967 respectively, obtained for a substitution of niobium by 30 mol% of 

tantalum with a densification of 94 %, while kt decreased with increasing the tantalum 

content [32]. In order to increase the relative density of KNN doped with tantalum, 

sintering aids such as CuO [33,34], LiF [35] or ZnO [36] were also used. Another way to 

reach high density for KNN based ceramics is the use of alternative sintering 

techniques such as hot pressing [37], flash sintering [38] or spark plasma sintering 

[39,40]. This latter may allow reaching high density without grain coarsening, thus 

keeping the benefit of Ta as grain growth inhibitor. Thus, the aim of the present work 



is to study the effects of niobium substitution by tantalum in K0,5Na0,5Nb1-xTaxO3 on the 

structure, the microstructure and the piezoelectric properties of ceramics sintered by 

spark plasma sintering techniques and then to compare the benefits of such 

microstructure with the same ceramics elaborated by conventional sintering process. 

 

2. Material and methods 

K0.5Na0.5Nb1-xTax03 (KNNT) (with x = 0.00, 0.05, 0.10, 0.20, 0.30, 0.50 and 1) 

powders are prepared by the conventional solid-state reaction technique. Oxide and 

carbonate powders of K2CO3 (99+ %, ChemPUR), Na2CO3 (99.9+ %, ChemPUR), Nb2O5 

(99.9 %, ChemPUR) and Ta2O5 (99.9 % ChemPUR) are used as starting materials. The 

raw powders are first dried at 200 °C during 4 h, weighted in stoichiometric ratios and 

then mixed during 15 min at 400 rpm in an agate grinding bowl with agate balls. The 

resulting mixtures are calcined at 830 °C for 5 h. After the first calcination, these 

powders are milled again and calcined a second time at 830 °C for 5 h. After both 

calcinations, ceramic pellets are sintered using two different techniques: conventional 

sintering and spark plasma sintering. For conventional sintering, the powders are 

uniaxially pressed into 12 mm in diameter and 2 mm thick disks, under 170 MPa, using 

polyvinyl alcohol (PVA) as a binder. The pellets are then sintered in a tubular furnace 

under air at 1120 °C for 10 h with a heating rate of 3 °C/min. For spark plasma 

sintering, SPS Syntex 515S (FUJI) equipment is used. 2.5 g of calcined powders are 

inserted in a 15 mm diameter graphite die, and placed between two graphite 

electrodes. The system is then submitted to a heating cycle combined with a pressure 

cycle. Uniaxial pressures from 20 to 200 MPa can be applied on the graphite die. 



Several sintering parameters, under argon atmosphere, are studied: heating rates (50 ° 

and 100 °C/min), dwell temperatures (920, 940, 960 and 980 °C), dwell times (5 and 10 

min), and pressure conditions (50 and 200 MPa). After spark plasma sintering, the 

samples are annealed under oxygen flow at 900 °C for 1 hour using heating rate 

300 °C/h from room temperature to 600 °C and then 50 °C/h from 600 to 900 °C; the 

cooling rate was 300 °C/h. This thermal treatment allows to recover full oxygen 

content, and to burn out carbon contamination from the die. All the pellets are then 

polished to obtain a thickness of 1 mm with parallel surfaces for the piezoelectric 

characterizations. Phase identification of the ceramics is carried out by X-ray 

diffraction with a Cu-Kα radiation filtered by Ni (BRUKER D8 X-Ray diffractometer) 

equipped with a high performance linear detector, between 20 ° and 80 °, with a 0,02 ° 

step and 1 s exposition time, equivalent to 192 s for a point detector. Rietveld 

refinements are performed using FullProf program [41]. The fitting procedure consists 

in refining the cell parameters, then atomic positions. Then (Na, K) and (Nb,Ta) are 

assigned to the same site respectively, and defined as randomly distributed. The ratio 

between Na and K, and the ratio between Nb and Ta have been fixed to the nominal 

compositions respectively. 

Raman spectroscopy is performed at room temperature on sintered samples 

surfaces using Renishaw Invia spectrometer. A 514 nm argon laser is used as an 

excitation with a power of 1 W focused by X 50 lens. The relative densities of the 

different samples are measured by geometrical and weight measurements, and 

referring to the theoretical density, calculated from Rietveld refinements. 

Microstructure and compositions are checked on polished surfaces, with scanning 

electron microscopy (FEI – Quanta200 and TESCAN-MIRA 3 SEM) coupled with energy-



dispersive X-ray spectroscopy analysis (EDS - Oxford Inca X-act). Due to low energy of 

oxygen, its quantification is very much challenging; thus for this ABO3 perovskite 

system, the number of oxygen atoms is assumed to be 3 for all the compositions and 

the quantification of elements is calculated on the cations. 

To perform electrical measurements, high purity silver paint (SPI supplies) is pasted on 

both sides of the pellets and fired at 900 °C for 20 min for the adhesion of the 

electrodes. All samples are then poled at 130 °C in oil under 3 kV/mm for 10 min using 

a DC power supply and cooled to room temperature under electrical field. The 

complex electrical impedance is then measured according to frequency, using a Vector 

Network Analyzer (Omicron Lab Bode 100). The planar coupling factor kp is calculated 

by the resonance-antiresonance method on the basis of IEEE standards on 

Piezoelectricity [42]. Relative permittivity (εr) and dielectric losses (tanδ) are measured 

at 1 kHz using a precision impedance analyzer (Agilent 4294A). Piezoelectric 

coefficients are measured with a Berlincourt -d33 - meter (Piezotest PM-200).  

 

3. Results and discussion 

3.1 Structural aspects  

Fig. 1 presents the X-ray diffraction patterns of all the K0.5Na0.5Nb1-xTaxO3 

compositions, corresponding to the conventionally sintered ceramics at 1120 °C for 10 

h. Note that the analysis of the XRD diagrams of SPS-sintered samples leads to exactly 

the same observations and conclusions. 



For the two K0.5Na0.5Nb1-xTaxO3 end members (x = 0) and KNT (x = 1), X-Ray 

diffraction patterns are consistent with previous studies of Ishizawa et al. [43] and with 

JCPDS K0.5Na0.5NbO3 reference [44]. KNN (x = 0) is found to crystallize in orthorhombic 

structure with Amm2 space group, while KNT (x = 1) crystallizes in cubic structure with 

Pm-3m space group. With increasing Ta content x from pure KNN to pure KNT, three 

changes can be observed, as shown in inset of Fig. 1. The structural evolution is clearly 

observed around 2θ = 45 ° on the (202) and (020) diffraction peaks of the 

orthorhombic phase. Between x = 0 and x = 0.10, the peak positions do not 

significantly change, with a very small peak shift, indicating a small cell volume 

variation. For x = 0.20 and 0.30, the peaks shift is accentuated and both peaks become 

closer, suggesting a reduction of the orthorhombic distortion, i.e. the structure evolves 

towards tetragonal or cubic. Finally for x = 0.50, the two previous peaks have nearly 

merged and might correspond to (200) and (020) diffraction peaks of a tetragonal 

structure.  

In order to quantify these evolutions, Rietveld refinements are performed on the 

diffraction patterns. For x = 0, 0.05, 0.10, 0.20 and 0.30, the structure is correctly 

described by the orthorhombic Amm2 symmetry. For x = 1 (KNT), experimental XRD 

data are well described by the cubic Pm-3m phase. For x = 0.5, both orthorhombic and 

cubic structures are tested. As a result, orthorhombic phase describes better the 

experimental data, but “a” and “c” cell parameters are found to be very close, strongly 

suggesting P4bm tetragonal phase, rather than the orthorhombic one [45]. 

Obtained cell parameters are plotted in Fig. 2 as a function of the increasing 

amount of Ta, and according to a pseudo cubic cell (i.e. ac = aO, bc = bO / √2, cc = cO / √2 



for the orthorhombic Amm2 samples). One can observe that at least three domains 

can be identified and the structure evolution of K0.5Na0.5Nb1-xTaxO3 composition 

undergoes orthorhombic to tetragonal transition between x = 0.30 and x = 0.50 and 

then a cubic transition for x = 1. 

These results confirm that tantalum is effectively incorporated in the KNNT 

ceramics, all along the substitution but not in a continuous process. It can be noticed 

also that when increasing the tantalum amount until x = 0.50, all diffraction peaks 

become broader and this can be attributed to chemical disorder and possibly to the 

presence of smaller crystallites, in accordance with the grain growth inhibitor role of 

tantalum. 

In order to confirm and complete the X-Ray diffraction analyses, Raman 

spectroscopy is performed on all the samples and compositions and the spectra are 

presented in Fig. 3a. 

For the end members x = 0 and x = 1, Raman spectra are consistent with the 

literature [46-52]. For x = 1, K0.5Na0.5TaO3 (KNT) crystallizes in a cubic structure with 

Pm-3m space group, which must not present any active Raman mode. However, the 

spectrum presents some peaks that might be attributed to second order Raman modes 

or even infrared modes, activated by some structural disorder [53-54]. For x = 0, the 

observed Raman spectrum is similar to that reported by several authors [46] for KNN 

and related compositions, and corresponds to the orthorhombic structure with Amm2 

space group [46-52, 55-58].. This spectrum can be described by means of internal 

vibrations of the octahedral NbO6 (Oh symmetry). As well known, the A1g (ν1) and Eg 



(ν2) modes correspond to a symmetrical and asymmetrical stretching vibrations; and 

T2g (ν5) mode is related to a symmetrical bending vibration [47-49,51-52]. 

The spectrum evolution between x = 0 and x = 0.5 shows that the high frequency 

modes at 600 cm-1 and 850 cm-1 wavenumbers are not significantly shifted or modified 

in their shape with the increasing substitution of niobium by tantalum. For what 

concerns the low wavenumbers modes around 200-300 cm-1 a significant evolution can 

be observed. For x = 0.05 and x = 0.10 the spectra are similar to that of x = 0, 

corresponding to an orthorhombic structure, in accordance with XRD results. For x = 

0.20 and x = 0.30, these two spectra present a real difference with the previous ones. 

Indeed, the mode numbers still correspond to an orthorhombic structure but their 

intensities are different. This result is also consistent with the evolution of XRD 

diagrams and the cell parameters (Figs. 1 and 2). For x = 0.50, the number, the 

intensity and the positions of the peaks are clearly different from the previous ones 

and do not correspond to a cubic Pm-3m structure; the environment, thus modified, 

can correspond to a tetragonal structure, as was found in the Rietveld analysis. 

Structural phase transition in perovskite is often identified by means of the band 

shift of some selected modes. For KNN and related compositions, wavenumber of A1g 

(ν1) and Eg (ν2) modes in the region 500 - 700 cm-1 were largely used to identify phase 

transitions [47-49,51,52,59]. Hence, both band modes were fitted to the sum of two 

Gaussian-Lorentzian curves and wavenumbers versus tantalum content is plotted in 

figs. 3b and 3c. One can observe a discontinuous change in wavenumbers versus 

tantalum content, notably the shift of both modes to higher wavenumbers. This 

feature can be attributed to the structural phase transition from orthorhombic 



structure (Amm2) to tetragonal structure (P4bm). Also note that Eg (ν2) mode 

evolution shows two behaviors between x = 0 and 0.3 (Fig. 3b), with a slight increase in 

the wavenumber for x = 0 to 0.1 and then a decrease above. These features are in total 

agreement with the cell parameters evolution obtained from Rietveld analyses. 

From these structural and vibrational considerations, it can be concluded that 

tantalum is successfully introduced in the KNN structure, with the creation of some 

chemical disorder. Two structural transitions occur with increasing the amount of 

tantalum, from Amm2 orthorhombic structure to P4bm tetragonal structure above x = 

0.30 and finally to Pm-3m cubic structure for x = 1 (KNT). 

 

 3.2  Microstructural features 

Microstructure of KNNT ceramics sintered with the conventional route at 1120 °C 

for 10 h are shown in Fig. 4. All ceramics present cuboid grains with a bimodal 

distribution of micron size grains. For x = 0 (Fig. 4a), the first population of grain sizes is 

centered on 2 µm and the second one is centered on 5-6 µm. With increasing the 

amount of Tantalum, a drastic decrease of grain size can be observed (Fig. 4b - f). Thus 

for x = 0.50 (Fig. 4e), grain size ranges from submicrometric to 1 µm values and is 

similar to x = 1 (KNT, Fig. 4f). Another significant point is the apparent density, which 

decreases with increasing the amount of tantalum. The use of grain growth inhibitors 

(like tantalum) is known to inhibit the densification during the sintering step, and is 

confirmed here by the observations in Fig. 4. The use of tantalum thus allows obtaining 

ceramics with a micrometric and narrow grain size, which is also confirmed by the 



evolution of the diffraction peaks towards slightly broader peaks, which can 

correspond to smaller domains.  

The increase of densification with the use of spark plasma sintering technique is 

clearly shown in Fig. 5c and 5d, compared to conventional sintering. The results of the 

relative density measurements, shown in Fig. 6, clearly emphasize the benefit of Spark 

Plasma Sintering for the sintering of tantalum substituted KNNT, whatever the amount 

fo Ta. 

 A relative density over 95 % can be maintained for all the substitution levels in SPS 

sintered samples, at 920 °C, during 5 minutes and under 50 MPa, while the relative 

density continuously decreases with the increase of niobium substitution by tantalum 

in conventionally sintered samples, even by modifying the sintering conditions (times 

and temperatures). Otherwise, another important feature on these microstructures is 

the different chemical contrasts that can be detected in these large scale micrographs 

using backscattered electron detector, for all the substituted samples and whatever 

the sintering process. A focus on these microstructures is given in the zoom presented 

Fig. 7. Three kinds of contrast levels appear, homogeneously distributed, consisting in 

light and dark inclusions embedded into a grey matrix (Fig. 7a). The number of light 

inclusions increases with the tantalum content, the dark inclusions remaining in the 

same proportions. Similar observations made for pure KNN (not shown here) point out 

that this phenomenon does not occur in non-substituted samples, prepared in the 

same conditions. Thus, KNNT ceramics appear to have a composite microstructural 

aspect. 

 



To go further, analyzes by energy dispersive X-ray spectroscopy (EDXS) coupled with 

Scanning electron microscopy (SEM) observations were carried out on spark plasma 

sintered KNNT ceramics (x = 0.20) corresponding to the microstructures of Fig. 7. On 

the one hand, it appears light inclusions composed of submicrometric cuboid grains, as 

shown in Fig. 7b. They are tantalum rich, with a very low amount of niobium and 

sodium deficient. On the other hand, dark inclusions are made of bigger grains with an 

average size of 3 to 5 µm, similar to x = 0 grain size, and with less defined shapes; 

these inclusions are niobium rich and tantalum deficient compared to the nominal 

composition. The matrix around these two kinds of inclusions (Fig. 7c) suggests a 

homogeneous mixture of small and coarse grains. Energy dispersive X-Ray  

spectroscopy analysis shows a ratio of 1:5 between tantalum and niobium, which 

corresponds to the nominal substitution rate of tantalum for K0.5Na0.5Nb0.8Ta0.2O3 

composition. It can also be underlined that the A-site and the B-site occupancy rates of 

the ABO3 perovskite are preserved for each analyzed areas, the ratio between (Na + K) 

and (Nb + Ta) remaining 1 in all cases. Actually, KNNT ceramics prepared in this study 

appear as a several phases composites. Considering again the XRD analyses presented 

in the first part of this study, one can consider that tantalum is effectively introduced 

in the KNN structure forming K0,5Na0,5Nb1-xTaxO3 (KNNT) and corresponding to the 

main phase observed in Raman study. But even for a low value of x, new phases 

appear rapidly, regularly dispersed at a large scale in the microstructure but also at a 

lower scale. Thus the dark areas are close to KyNa1-yNbO3 composition (KNN) and in the 

form of few micrometers grains, and the light areas correspond nearly to KyNa1-yTaO3 

composition (KNT), constituted of submicrometric to one micrometer grains. These 

last two phases certainly present very similar diffraction patterns that could not be 



differentiated from the whole sample by basic XRD analyzes. To our knowledge, such 

composite structures have not been reported for tantalum doped KNN. In recent 

literature on KNN and other related lead-free piezoelectric systems [60] the composite 

approach is one way to provide chemical disorder, structural strains and distortions, or 

morphotropic phase boundaries. In polycrystalline ceramics, interfaces and grain-to-

grain interactions can also contribute to modify the movement of the domain walls, 

with a hardening or softening effect [61]. These different microstructural factors can 

modify electromechanical response upon application of an electric field, and significant 

improvement in relaxor systems were shown with this approach.  

For all these reasons, in the following, the piezoelectric properties are considered 

in these new composite materials. 

 

 3.3  Piezoelectric properties 

For what concern the physical properties, for both sintering techniques the 

piezoelectric coefficients d33 are measured and the coupling factors for planar mode 

kp, the relative permittivity εr and dielectric losses tanδ (at 1 kHz) are deduced from 

impedance measurements. 

As shown in Fig. 8, the substitution of niobium by tantalum clearly impacts the 

piezoelectric coefficient d33. An increase of this property is observed with the increase 

of tantalum amount up to x = 0.20-0.30 for both sintering techniques. Note that the 

increase of d33 is more significant for the SPS samples, with the highest value of 160 

pC/N for x = 0.30, comparable to the value (159 pC/N) obtained by Lv et al. [32] in a 20 

mol% substituted KNN. 



For what concern the planar electromechanical coupling factor kp, the 

conventional sintering appears to improve kp with the incorporation of tantalum from 

x = 0.05 until x = 0.10, with a slight decrease above this value. kp ranges between 23-26 

% for x = 0.05 to x = 0.20, and it remains more than two times higher than for the non-

substituted samples. With the spark plasma sintering technique, high kp values are 

obtained in all cases, compared to conventional sintering, ranging from 42 to 46 % 

with the optimum value for x = 0.10 but with a low variation until x = 0.20. In the case 

of SPS sintered sample, the benefit of niobium substitution by tantalum is less 

sensitive than for conventional sintering. For comparison, the best kp values obtained 

by Lv et al. are 44.6 % for x = 0.10 and 45 % for x = 0.30, with a low variation with 

tantalum content as well, similarly to the present study. 

The relative permittivity is presented in Fig. 9; with conventional sintering 

technique, increasing the tantalum content has no impact on the relative permittivity 

with measured values around 250-300 on the whole range of substitution. Considering 

the low and decreasing relative density of these samples, often linked to the 

permittivity values, it seems that a positive effect of tantalum may balance the density 

losses. However, there is a significant increase of the relative permittivity with both 

SPS sintering and increase of tantalum amount, reaching a maximum value of εr = 805 

for x = 0.30. These results highlight the joint benefit of the SPS technique and tantalum 

incorporation on the ceramics relative densities. Note that the best properties are 

obtained between x = 0.10 and x = 0.30, which are the compositions corresponding to 

distorted orthorhombic structure or between orthorhombic and tetragonal structures. 

This is a complementary proof of the necessity of phase boundaries or morphotropic 

phases coexistence for the improvement of some piezoelectric properties. 



Finally, it can be observed in Fig. 9 that the dielectric losses remain under a value 

of 3 % for most of the samples, slightly increasing above 4 % for x = 0.30 and x = 0.50 in 

the case of SPS sintered samples.  

 

 3.4   SPS parameters considerations 

To go further, the impact of spark plasma sintering conditions on electrical 

properties is studied for the KNNT ceramics with x = 0.20, corresponding to the 

optimum of all the properties. The studied sintering parameters are the temperature, 

the heating rate, the dwell time and the pressure. The results are summarized Table 1. 

Using the sintering parameters corresponding to the above results (100 °C/min, 5 

min dwell time and 50 MPa uniaxial pressure), the temperature is varied from 920 to 

980 °C. As expected, it appears that the density of the ceramics is strongly influenced 

by the sintering temperature. It significantly increases with the increase of the 

temperature up to a maximum of 94 % densification, reached at 960 °C. The samples 

relative densities remain an important characteristic, because all the samples with the 

lowest densities undergo electrical breakdown during the poling step. Considering 960 

°C as the optimal sintering temperature value, ramp speed and dwell time are varied. 

Decreasing the ramp speed to 50 °C/min depresses the density, while increasing the 

dwell time, from 5 to 10 min, allows reaching the highest relative density of 96.3 %. 

High coupling factor kp and piezoelectric coefficient d33 are obtained for this sample 

with values of 42.3 % and 155 pC/N, respectively, associated to low dielectric losses 

(2.86 %). According to these results, it is confirmed that the evolution of d33 values is 

closely linked to the evolution of the samples density. Finally, the pressure parameter 



was increased from 50  to 200 MPa for one sample. Under 200 MPa at 920 °C for 5 

minutes, a relative density of 92.3 % is obtained, which represents an increase of 30 % 

of the relative density compared to the same composition sintered under 50 MPa. This 

result shows the strong influence of the pressure on the densification during SPS 

process. Moreover, this sample presents the highest relative permittivity with a value 

of 1027, highlighting the benefit of the SPS technique on this property and confirming 

the results of Fig. 9. Indeed, compared to the value obtained for the sample with the 

same composition, sintered by conventional sintering, the relative permittivity is 

multiplied by a factor of five and is higher than that obtained by many research groups 

in KNN-system ceramics. To conclude on the results summarized in Table 1, SPS 

sintering techniques appears to be a powerful way to produce highly densified 

K0,5Na0,5Nb1-xTaxO3 ceramics with improved piezoelectric properties.  Indeed, thanks to 

SPS technique, in x = 0.20 KNNT, relative permittivity higher than 900, Kp value over 40 

% and piezoelectric coefficient d33 over 135 and up to 155 pC/N can be achieved and 

maintained.  

 

4. Conclusion 

K0.5Na0.5Nb1-xTaxO3 (KNNT) (with x = 0.00, 0.05, 0.10, 0.20, 0.30, 0.50 and 1) ceramics 

were sintered by conventional and spark plasma sintering techniques. X-Ray diffraction 

and Raman analyses confirmed tantalum incorporation in KNN perovskite with the 

appearance of some chemical disorder with increasing substitution. Two structural 

transitions are evidenced, from orthorhombic to tetragonal between x = 0.30 and x = 

0.50 and from tetragonal to cubic for x = 1 (K0.5Na0.5TaO3). Scanning electron 



microscopy observations and energy dispersive X-ray spectroscopy analyses evidenced 

a composite microstructure of the ceramics with tantalum rich and niobium rich 

inclusions into a K0.5Na0.5Nb1-xTaxO3 matrix of the expected composition. However, this 

composite microstructure is not detrimental and tantalum incorporation in 

K0.5Na0.5Nb1-xTaxO3 has a beneficial effect on piezoelectric properties. In order to 

balance the difficulty to densify the KNNT ceramics, the use of the spark plasma 

sintering techniques enables to obtain highly densified substituted ceramics, 94 to 96 

% of relative density, with a significant impact of the sintering temperature and 

pressure on the density. With different optimized sintering parameters, interesting 

piezoelectric properties are obtained: kp = 46 %, d33 = 155 pC/N, εr = 1027. The cross 

influence of the different SPS parameters on piezoelectric properties is revealed here 

and the values of Kp and εr are potentially interesting for the use of this material in 

transducer’s element or energy harvesting devices for applications [62], preparing thus 

the “after PZT” devices. 
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FIGURE CAPTIONS 

Figure 1: XRD patterns of the K0.5Na0.5Nb1-xTaxO3 ceramics from x = 0 to x = 1. Insert: 

enlargement of the 45-46.5 °, corresponding to (202) and (020) diffraction peaks. Intensities 

have been intentionally shifted. 

 

Figure 2: Evolution of the cell parameters as a function of x in K0.5Na0.5Nb1-xTaxO3, obtained 

from Rietveld refinements. All parameters are referred to the pseudo-cubic unit cell. Dashed 

lines are only guide to the eye.  

 

Figure 3: (a) Room temperature Raman spectra of K0.5Na0.5Nb1-xTaxO3 ceramics for x = 0 to x = 

1. (b) and (c) wavenumber as function of x for Eg (ν2) and A1g (ν1) vibrations of the NbO6 

octahedra, respectively. 

 

Figure 4: SEM images of K0.5Na0.5Nb1-xTaxO3 ceramics sintered by conventional sintering at 

1120 °C - 10 h. (a) x = 0, (b) x = 0.05, (c) x = 0.10, (d) x = 0.20, (e) x = 0.50 and (f) x = 1. 

 

Figure 5: SEM micrographs with backscattered electron detector of K0.5Na0.5Nb1-xTaxO3, 

sintered by conventional sintering (a) x = 0.05 and (b) x = 0.10, and sintered by spark plasma 

sintering (c) x = 0.05 and (d) (x = 0.10). 

 

Figure 6: Relative densities for the whole range of x in K0.5Na0.5Nb1-xTaxO3 and for the two 

sintering techniques: � conventional sintering and � spark plasma sintering. 

 

Figure 7: SEM images with a backscattered electron detector of K0.5Na0.5Nb1-xTaxO3 (a) 

sintered by spark plasma sintering (x = 0.20), (b) zoom on junction between dark and clear 

inclusions and (c) zoom on the matrix area. 

 

Figure 8: Evolution of Kp and d33 in K0.5Na0.5Nb1-xTaxO3 from x = 0 to x = 0.5, and for the two 

sintering techniques. 

 

Figure 9: Electrical properties of K0.5Na0.5Nb1-xTaxO3 ceramics at room temperature for 

conventionally and SPS sintered compositions, from x = 0 to x = 0.5. εr and tanδ were 

measured at 1 kHz. 

 

Table 1: Summary of the main electrical results of the SPS parameters study for x = 0.2 

composition in K0.5Na0.5Nb1-xTaxO3. 
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x 
Ramp speed 

(°C/min) 

Temperature 

(°C) 

Dwell 

time 

(min) 

Pressure 

(Mpa) 

Relative 

density (%) 
εr 

tanδ 

(%) 

d33 

(pC/N) 
kp (%) 

0.20 100 920 5 50 73.78 - - - - 

0.20 100 940 5 50 85.29 - - - - 

0.20 100 960 5 50 94.13 905 4.90 147.7 38.4 

0.20 100 980 5 50 93.00 - - - - 

0.20 50 960 5 50 93.16 938 4.60 144.7 37.6 

0.20 100 960 10 50 96.25 763 2.86 154.5 42.3 

0.20 100 920 5 200 92.24 1027 5.41 135 35.0 
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